PETER J. MOKLER
& ASSOCIATES, INC.

PLANNING ~ ARCHITECTURE  INTERIOR

P.0. Box 8529 132 Sierra Bivd.

Mammoth Lakes, CA 93546
Phone: 760-924-0800

Fax:  760-924-0805
e—mail:pete@moklerdesign.com

A VAC SFEPECIFICATIONS

MECHANICAL CONSULTANT

1. CONTRACTOR SHALL OBTAIN ALL PERMITS AND LICENSES, PAY FEES, 12. DUCTWORK:
AND COMPLY WITH ALL LAWS, ORDINANCES, RULES AND REGULATIONS A. MATERIALS SHALL BE GALVANIZED STEEL OF GAGES CONFORMING TO
BEARING ON THE CONDUCT OF THE WORK AS SHOWN AND /OR SMACNA STANDARDS FOR 2” STATIC, EXCEPT THAT EXHAUST DUCT
SPECIFIED. SHALL CONFORM FOR 1/2” STATIC PRESSURE.
B. ALL SIZES SHOWN ON THE DRAWINGS ARE NET AIR PASSAGE SIZES.
2. ALL WORK SHALL COMPLY WITH LATEST EDITIONS AS ADOPTED C. ROUND DUCTWORK MAY BE USED IN LIEU OF RECTANGULAR DUCTS
BY GOVERNING AUTHORITY OF THE UNIFORM MECHANICAL CODE, THE SHOWN.
UNIFORM PLUMBING CODE, ALL APPLICABLE NATIONAL, STATE AND D.DUCTWORK SHALL BE SUPPORTED AND BRACED ACCORDING TO SMACNA
LOCAL CODES AND REQUIREMENTS. DUCT MANUAL WITH STRAP—TYPE DUCT HANGERS.
E. WHEREVER OBSTRUCTIONS REQUIRE CHANGES IN DUCT SHAPES, ENGON-—NE VADA
3. ASBESTOS PRODUCTS OR EQUIPMENT OR MATERIALS CONTAINING MAINTAIN EQUIVALENT AREA. 290 BEINKEY AVENLE, SUTE 201
ASBESTOS SHALL BE PROHIBITED. F. PROVIDE MANUAL VOLUME DAMPERS AS SHOWN ON PLANS AND PH. (7573);&2:6;3'3%%RENFSSXSH%EZS_“W
INCLUDING IN EACH BRANCH TO A SUPPLY AND RETURN REGISTER OR Clnm NI GRS 001500
4, COMPLY WITH ALL OF THE RECOMMENDATIONS SET FORTH IN THE GRILLE. FOR ROUND DUCTS, PROVIDE BUTTERFLY DAMPER. FOR
LATEST EDITION OF THE MANUALS PUBLISHED BY THE "SHEET METAL RECTANGULAR DUCTS, PROVIDE OPPOSED BLADE DAMPER.
AND AIR CONDITIONING CONTRACTORS" NATIONAL ASSOCIATION FOR DUCTS IN NON—ACCESSIBLE AREAS PROVIDE VENTLOK #677 CONCEALED
(SMACNA). DAMPER OPERATOR, CHROME PLATED COVER, ALL ITEMS COMPLETE WITH
, END BEARINGS, EXTENSIONS, COUPLINGS, GEAR ANGLE DRIVES, ETC.
5. CONTRACTOR SHALL CONFORM WITH MANUFACTURER'S SPECIFICATIONS FOR DUCTS IN OTHER AREAS PROVIDE VENTLOK #637 FOR DUCTS WITH INSULATION
AND RECOMMENDATIONS FOR INSTALLATION AND OPERATION OF AND #635 FOR NON—INSULATED DUCTS, ALL WITH #636 SPRING END BEARINGS.

MECHANICAL ITEMS. THE CONTRACTOR SHALL INFORM THE ENGINEER
IN WRITING OF ANY CONDITION WHICH (1) MAY IMPAIR THE
FUNCTIONING OF EQUIPMENT OR VOID THE MANUFACTURER’S WARRENTY

AND (2) CONFLICTS WITH LOCAL REGULATIONS /CODES. 13. NOT USED
6. TESTS AND ADJUSTMENTS 14. LOW VELOCITY FLEXIBLE DUCTWORK: CONTRACTOR MAY USE FLEXIBLE
A. ADJUST AIR SYSTEM TO OBTAIN UNIFORM TEMPERATURES DUCTWORK TO CONNECT SYSTEM TO THE SUPPLY DIFFUSERS ONLY.

AND TO ELIMINATAE DRAFTS. MAXIMUM LENGTH OF FLEX DUCT IN ANY RUN IS 5'—=0”. FLEXIBLE

DUCT SHALL BE U.L. LISTED AND LABELLED AS A CLASS 1 AIR DUCT

7. PROVIDE ONE (1) OPERATING MANUAL HAVING FOR EACH AND EVERY PER STANDARD UL—-181.

PIECE OF EQUIPMENT FURNISHED COPIES OF ALL OPERATING

INSTRUCTIONS, BULLETINS, OPERATING SHEETS AND PARTS SHEETS; 15. FLEXIBLE CONNECTIONS: SUPPLY AND RETURN DUCT SHALL BE

AND CERTIFICATES OF WARRANTY AND/OR GUARANTEE WITH ALL CONNECTED TO THE EQUIPMENT BY MEANS OF A FLEXIBLE

NECESSARY INFORMATION FILLED IN COMPLETELY. CONNECTION, VENTFABRICS "VENTGLAS', UL APPROVED WITH METAL

ATTACHMENT OR OTHER APPROVED MATERIAL.
8. PROVIDE ONE (1) SET OF RECORD DRAWINGS SHOWING ACCURATE AS—

BUILT WORK IN A NEAT MANNER. RECORD LOCATIONS OF UNDERGROUND 16. FILTERS: SUPPLY AIR SHALL BE FILTERED BEFORE ENTERING
PIPING, BOTH INSIDE AND OUTSIDE OF BUILDING, BY INVERT OCCUPIED AREA. WHERE FILTERS ARE NOT INTEGRAL TO EQUIPMENT,
ELEVATION AND DIMENSION TO FOUNDATION WALLS AND FINISHED PROVIDE 17 THROWAWAY FILTERS IN SHEET METAL FILTER RACK JOB NAME AND ADDRESS
FLOOR/GRADE ELEVATIONS. FABRICATED PER SMACNA STANDARDS.
17 INSULATION MONO COUNTY DISTRICT ATTORNEY
7 Sv%%\élﬁiNPSEHﬁgoyﬁé ,\\ZVE%TRE/T\LG%%%%NI_—TCEE éﬁélNYELFEéLFJQ%)TI\AYDATE OF A. ALL INSULATION MATERIALS, ADHESIVES, COATINGS AND OTHER TENANTINPROVENENT
ACCEPTANCE BY OWNER. ’ ACCESSORIES SHALL HAVE, AS INSTALLED, A FIRE HAZARD RATING ig;RngEMNIMEI:‘O%O%ACE 208
NOT TO EXCEED 25 FOR FLAME SPREAD AND 50 FOR FUEL MAMMOTH LAKES. CALIFORNIA
CONTRIBUTED AND SMOKE DEVELOPED AS DETERMINED BY ASTM 84, '
10. ELECTRICAL REQUIREMENTS: WORK UNDER THIS DIVISION OF THE SPECIFICATIONS NFPA NO. 255 OR UL 723. MANUFACTURER'S: MANVILLE, OWENS—
A. MATERIALS AND INSTALLATION SHALL CONFORM TO DIVISION 16, ELECTRICAL. CORNING FIBERGLAS, CSG OR EQUAL. THE APPLICATION OWNER
B. MOTORS SHALL BE DESIGNED SPECIFICALLY FOR THE VOLTAGE PROVIDED. RECOMMENDATIONS AND INSTRUCTIONS OF THE MANUFACTURER ARE OF
BUILT—IN OVERLOAD PROTECTION AND DISCONNECT SWITCH ON ALL EXHAUST THE ESSENCE OF THIS SPECIFICATION AND ARE INCORPORATED DAVE WALBRECHT, CAO
FANS AND PACKAGED EQUIPMENT SHALL BE PROVIDED. HEREIN BY REFERENCE. COUNTY OF MONO
C. FURNISH AND INSTALL ALL MISCELLANEOUS THERMOSTATS, RELAYS, B. MATERIALS 25% glc_)[))( ﬁ:’j{aOTl-l ROAD
SWICHES AND CONTROLS FOR FROPER OHERATION OF =1 TEMS. 1. DUCT WRAP: FLEXIBLE GLASS FIBER BLANKET INSULATION WITH MAMMOTH LAKES, CALIFORNIA 93546

D. SUPERVISE INSTALLATION OF ALL POWER WIRING (LINE VOLTAGE)

REQUIRED FOR THE SYSTEMS. FACTORY APPLIED VAPOR BARRIER FOIL FACING. MANVILLE PHONE:  924-1700
E. ALL LINE VOLTAGE (120V) AND LOW VOLTAGE (24V AND BELOW) CONTROL MICROLITE™ (1.0 PCF) WITH FSK FACING.
AND INTERLOCK WIRING. INSTALL ALL CONTROL WIRING IN CONDUIT OR EMT. 2. DUCT LINER: FLEXIBLE FIBERGLASS DUCT LINER HAVING AIR
CONDUIT AND WIRING INSTALLATION SHALL CONFORM TO DIVISION 16, ELECTRICAL. STREAM SURFACE PROTECTED WITH ACRYLIC TREATMENT AND
PROCESSED FOR A DARK APPEARANCE. MANVILLE "PERMACOTE
11. RELATED WORK UNDER THE ELECTRICAL DIVISION OF THE SPECIFICATIONS LINACOUSTIC”.
A. ALL LINE VOLTAGE (120 VOLTS AND ABOVE) POWER WIRING, CONDUIT AND C. INSULATION SCHEDULE:
CONNECTIONS FOR POWER SUPPLY TO MECHANICAL EQUIPMENT (MOTORS, 1. SUPPLY AND RETURN DUCTWORK: 2” THICK WHERE OUTSIDE OF
ELECTRIC HEATING ELEMENTS, ETC.) AND TO CONTROL PANELS, EQUIPMENT BUILDING INSULATION ENVELOPE OTHERWISE 1” THICK.
CONTROLS OR TO JUNCTION BOXES IN THE VICINITY OF CONTROL CIRCUITS INSTALL LINER WITHIN 10" OF OF AIR MOVING EQUIPMENT
REQUIRING A SEPARATE POWER SUPPLY. OTHERWISE INSTALL DUCT WRAP.
B. FURNISH AND INSTALL MAGNETIC AND MANUAL STARTERS, EXCEPT AS ek | DAE DESCRITION

FURNISHED AS PART OF EQUIPMENT PACKAGE.
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NEOPRENE GASKET

NOTE:
ALL WOOD ABOVE ROOF SHALL

NOTE: COORDINATE UNIT PLACEMENT
AND ROOF OPENINGS TO ACCOMODATE

STRUCTURAL MEMBERS. ADDITIONAL

PETER J. MOKLER
& ASSOCIATES, INC.

PLANNING  ARCHITECTURE  INTERIOR

P.0. Box 8529 132 Sierra Bivd.
Mammoth Lakes, CA 93546
Phone: 760-924-0800

Fax:  760-924-0805
e—mail:pete@moklerdesign.com

DUCT NAILER — AT AC UNIT BE PRESSURE TREATED DF#1 FRAMING BY OTHERS WHERE REQ'D.
/e e coumn o
X - FABRIC STRIP WRAPPED :
*v ROOF (INSIDE CURB) GAUGE GALVANIZED AROUND DUCT WITH 6" —
/ STEEL ANGLE. MINIMUM OVERLAP. N 7/ ’T_m 7 FLEX CONNECTOR,
GALV. S/M \ ‘ NEOPRENE GASKET gE?%@ﬂ\EC%H 31U$T-
SHEETMETAL” Y _ FLASHING RECEIVER A N, /M1. MECHANICAL CONSULTANT
m m SCREWS @ 4° 0.C. ‘ >< q X 3/8”"~ GALV. BOLTS 16” OC NAILER STRIP  —
BLOCKING ‘ : o /8"~ GALV. : R
(BY OTHERS) ‘ i MIN 2 PER SIDE = # 14x1,/2” WOOD SCREWS ; T
] Lx v o GALV. S/M « 1 @ 24” 0.C. STAGGERED. ROOF CURB, SEE 2/M1.1 ) |
\ BOLT U—CHANNELS TO BLOCKING ) =) % COUNTER FLASHING R ' ’ ) - |
] '} O s
puCT ON ALL FOUR SIDES. ' | | ' : GALV. S/M PREFABRICATED MFR. = = |
SHEETMETAL © ROOF CURB |
BASE FLASHING
| 11/2" GALV. U—CHANNEL bucr. = ; DUCT SUPPORT, TYP EACH =
\ : | | 2 g RIGID INSULATION DUCT, 4/M1.1 I : No. 26540
ON ALL FOUR SIDES, END OF DUCT = CANT STRIPS ," * N | N\
ATTACH TO DUCT WITH DOUBLE CRIMPED. - . 2" MIN = FINISHED ROOFING —— 7. R ROON SUPPLY AND RETURN DUCTS | DUCTS THRU ROOF, Exp._8/30/2008
SHEET METAL SCREWS. | | : (SEE ARCH. DWGS) ’ | P s (ONE BEYOND) SIZED ON PLAN. ——= | SIZE TO MATCH EQUIPMENT
(TYPICALS ' b -ra=re- 20 TN T Gy OTMERS) ACOUSTICAL DUCT LINING 1 £ L
- — 4+ =~ = MINIMUM OF 10 LINEAL FEET
| ~—STRUCTURAL SUPPORT (TYPICAL FOR SA AND RA)
— MINIMUM 24" CLEAR TO ALL LIl ~y  (BYOTHERS)
ADJACENT CANT STRIPS %§=<—1/2"~ THRU BOLT, NUT AND ENCON—NEVADA
WASHER, MIN 3 PER SIDE —
N.T.S. N.T.S. N.T.S. N.T.S. CONSULTING ENGINEERS
290 BRINKBY AVENUE, SUITE 201
RENO, NEVADA 88509
DUCT SUPPORT AT ROOF 4 FLEXIBLE CONNECTION DETAIL 5 TYPICAL ROOF CURB 7 RTU UNIT INSTALLATION | PH. (775) 826-4520  FAX: (775) 8264581
| EMAIL: ENCONRENOGAOL.COM .
3 ENDO HivADA CONSULT, EhGiniits, nony Ligee =M
>,<SMOKE DETECTOR TO AUTOMATICALLY SHUT—OFF
THE FURNACE UNIT UPON SMOKE DETECTION.
208 e
FFLEXIBLE DUCT
SeT
4 PIECE ELBOW - | |5
WITH DUCT WRAP |
INSULATION | | E
\ i iRl
|
B RTU g
L <
VOLUME BERRE
|D] DAMPER | | | | | |
rounp 70 | | NI

N.T.S.

N.T.S.

ADAPTOR |L A|

N — —n
‘e ° ° -

o w® =

SQUARE 4)(—2’7 ‘ X

N.T.S.

PROGRAMMABLE THERMOSTAT: LOCKING COVER,
7—DAY (MIN 3—CYLES/DAY), NIGHT SETBACK.
MIN 2—HR MANUAL OVERRIDE, 10—HR BATTERY
BACKUP, PERMANENT INSTRUCTIONS AFFIXED

{1 BY ELECTRICAL CONTRACTOR NOTE: PROVIDE INSULATING BASE
""" FOR T'STATS MTD ON EXTERIOR WALL

{1BY MECHANICAL CONTRACTOR

N.T.S.

JOB _NAME AND ADDRESS

NOT USED

CEILING DIFFUSER DETAIL

RTU CONTROL DIAGRAM

N.T.S.

N.T.S.

N.T.S.

N.T.S.
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OWNER

DAVE WALBRECHT, CAO

COUNTY OF MONO
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MARK | DATE  |DESCRIPTION

PROJECT NO:  07-1303-M

DATE: 06-27-07

DRAWN BY:  ndr

CHK'D BY:  ISD

COPYRIGHT:

SHEET TITLE

MECHANICAL
DETAILS

11

NOT USED

10

NOT USED

NOT USED

s Mldo 3




-

MECHANICAL EQUIPMENT SCHEDULE

MARK

N
J

SPECIFICATIONS

-

GAS/ELECTRIC ROOFTOP UNIT
MFR.: CARRIER

NOMINAL TONS:

QTY.:
CAPACITY:

ELECTRICAL:
ACCESSORIES:

OP. WEIGHT:
NOTE:

6
1

MODEL NO.:

0.A.:
SEER:

48HJOO7

SEE SCHEDULE
10.0

LOCA
SERV

TION:
ICE:

ROOF

OFFICE AREA

2400 CFM @ 1.20” S.P., 6 TONS COOLING, 115 (92) MBH PROPANE GAS INPUT (OUTPUT)—TWO STAGE HEAT

UNIT PERFORMANCE SHALL BE SELECTED @ 7,000 FT ELEVATION.

\NWW\I

460V/3~/60HZ, 15.2 MCA, 20.0 MOCP
BELT DRIVE SYSTEM, O.A. HOOD, FACTORY CURB, FILTER RACK, PROPANE CONVERSION KIT,

A

TIME GUARD Il, LOW AMBIENT CONTROLS, DISCONNECT SWITCH, ELECTRONIC PROGRAMMABLE THERMOSTAT.

600 Ibs.

PROVIDE SMOKE DETECTOR AND AUTO SHUTOFF IN THE MAIN SUPPLY AIR DUCT.
SET MINIMUM O.A. PER SCHEDULE.

NOTE:

PRIOR TO ORDERING, CONTRACTOR SHALL VERIFY AND COORDINATE ELECTRICAL
CHARACTERISTICS (i.e., VOLTAGE, ETC.) WITH ELECTRICAL CONTRACTOR IN
ORDER TO INSURE COMPATIBILITY BETWEEN AC MOTORS AND AVAILABLE POWER.

NOTE:

NOTE:
NOTE:

SITE ELEVATION IS 4400’ ABOVE SEA—LEVEL. DE—RATE EQUIPMENT ACCORDINGLY
AND PROVIDE ANY MANUFACTURER RECOMMENDED ACCESSORIES FOR THIS ELEVATION.

INSTALL EQUIPMENT IN COMPLETE ACCORDANCE WITH MANUFACTURER’S INSTRUCTIONS.
SCHEDULED E.S.P EXCLUDES ALL ACCESSORY ITEMS. ADJUST FAN T.S.P. ACCORDINGLY

(7

AlR

OUTLE TS SC

HEDULE

\S

( \( hYd W{ SlZE ] ( ( N
r \( | PATTERN OBD FINISH REMARKS
SYMBOL MANUFACTURER MODEL# NECK FACE
- AN AN J J AN AN - AN
( \( \( \( \( N( \( ( AY4
D METALAIRE 50002 6" x 6” 8" x 8" 4-WAY YES || STD. WHITE SURFACE MOUNT
(2) METALAIRE 5000-2 8" x 8” 10” x 10" 4-WAY YES || STD. WHITE SURFACE MOUNT
(3) METALAIRE 5000-2 10" x 10" || 12" x 12” 4-WAY YES || STD. WHITE SURFACE MOUNT
(%) METALAIRE 5000—2 127 x 12" || 14" x 14 4-WAY YES || STD. WHITE SURFACE MOUNT
(5) NOT USED
(6) METALAIRE RP 10" x 10" || 12" x 12" PERF RTN NO STD. WHITE SURFACE MOUNT
) METALAIRE RP 18" x 18" || 20" x 20" PERF RTN NO STD. WHITE SURFACE MOUNT
\ J \ J\ J \\ J \\ J\ J\ & J\ J
s N
NOTES:
1. NOT USED
2. ROUND NECK ADAPTER (WHERE APPLICABLE) SHALL BE ONE SIZE LARGER THAN BRANCH DUCT SIZE INDICATED ON PLAN.
3. VERIFY CEILING WITH ARCHITECT AND PROVIDE FRAME TO MATCH CEILING.
4. PROVIDE HARD CEILING FRAME (AS APPLICABLE).

-4

<

a

MECHANICAL LEGEND

AN

\(

=< [
cJd %QZI
==
==
— VD
- FLEX.D.
@l T'STAT
® SENSOR

DUCT, FIRST SIZE IS SIDE SHOWN ~

SUPPLY / RETURN DUCT UP ¢
SUPPLY / RETURN DUCT DOWN

CEILING DIFFUSER

CEILING RETURN

CEILING EXHAUST FAN
MANUAL VOLUME DAMPER

FLEXIBLE DUCT

THERMOSTAT
ROOM SENSOR

RD ROUND

CFM CUBIC FEET PER MINUTE
CA COMBUSTION AIR

OSA OUTSIDE AIR

SA SUPPLY AIR

RA RETURN AIR

EXA EXHAUST AIR

F.B. FROM BELOW

T.A. TO ABOVE

VeV

- 3
-FRESH AIR
k SALANCE 5CHEDULE |
ToTAL || FRESH AIR CFM
| MARK AREA SERVED | e |Trscem/Sf TotaL )
RTU—1 OFFICE SPACE 2400 2200 330
)\ )\ )\ )

PETER J. MOKLER
& ASSOCIATES, INC.

PLANNING ~ ARCHITECTURE  INTERIOR

P.0. Box 8529 132 Sierra Blvd.
Mammoth Lakes, CA 93546
Phone: 760-924-0800

Fax:  760-924-0805
e—mail:pete@moklerdesign.com

MECHANICAL CONSULTANT

No. 26540

Exp._6/30/2008

ENCON—NEVADA
CONSULTING ENGINEERS

290 BRINKBY AVENUE, SUITE 201
RENO, NEVADA 89509
PH. (775) 826-4520  FAX: (775) 8264581
EMAIL: ENCONRENOGAOL.COM

3% i, o e e v iy 4y
OG0 LEVASA CONSULT, NGRS, 255 i
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MONO COUNTY DISTRICT ATTORNEY
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SIERRA CENTER MALL, SPACE 208
452 OLD MAMMOTH ROAD
MAMMOTH LAKES, CALIFORNIA

OWNER

DAVE WALBRECHT, CAO

COUNTY OF MONO

P.0. BOX 2415

452 OLD MAMMOTH ROAD

MAMMOTH LAKES, CALIFORNIA 93546
PHONE: 924-1700
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PETER J. MOKLER
& ASSOCIATES, INC.
N PLANNING  ARCHITECTURE  INTERIOR
N NO TES:
N P.0. Box 8529 132 Sierra Blvd.
AN Mammoth Lakes, CA 93546
N &) COORDINATE WITH ELECTRICAL CONTRACTOR FOR Phone: 760-924-0800
N POWER CONNECTION TO ALL MECHANICAL Fax . 760-924—0805
\\ EQUIPMENT. " e—mail:pete@moklerdesign.com
N WALL MOUNTED THERMOSTAT AT 60" AFF.
N ||
\\ . | NOT USED
N i | -
N N 26”X8” SUPPLY AIR DUCT UP THRU ROOF TO RTU UNIT. YT RETRTRT
| N || I EXISTING
"
) ) 26”X8" RETURN AIR DUCT UP THRU ROOF TO RTU UNIT.
| | || EXISTING
/,
| ’ T ;::; NOT USED
|
| || PROVIDE DUCT SMOKE DETECTOR, AT SUPPLY AIR PLENUM FOR
| | AUTOMATIC SHUT—OFF UPON DETECTION OF PRODUCTS OF
L -
‘ L —|LI_/ o II_‘ COMBUSTION. ENCON—=NEVADA
/" CONSULTING ENGINEERS
/ - ’ ” 290 BRINKBY AVENUE, SUITE 201
| ~ | ~ | EXISTING SUPPLY DUCT UTILIZE IF POSSIBLE P (79 B850 A (775 a4
- | N I ’ 6 0 P P G R oy 4507
| — ~ - — - OTHERWISE, REMOVE AND INSTALL NEW DUCTS AS SHOWN.
| d | — = - — — J(ul
/ | o~ | ALL DUCTWORK SHALL BE INSTALLED UNDER THE 1 HOUR FIRE SEPARATIGAL
| / |L{ ~ o &> | % SEE ARCHITECTURAL DETAIL
L JJ | R — 1 == ST ==1 = = = g ~
e i O '§§ —_— S —— = Ny | T % 1 \JWWW\JW\’W
| a a — ‘l — / f-”-; -_Lrlw J_J Sk G \\ |
| S L — L | | || | fi || @ \
| TP T T © of % / % 8%% | |”| | | %@ 0§ ' || u u
!
| AN ' L] | . i || |
: C\_“ ; | Ll | @ zooé
| L (@) 250§ |/ @) 1504 {ED\L | | | | N |
() TR - P T | |"“l— e i
- - Lt el vy o——8~ - Lt el T
‘ i‘\\l ‘ o |— |:_ u__ I :I ; : ‘ "
_l
' [Fe | < -7 |
X -
| 12"x10" ] 20°x10” | 210 ||\
é/ AN
I v | © K R .
— - = = = - T N 1o B e = B N
' ! 125
| N _@ 1509 N <_Z> § 1on"—1 ||| JOB_NAME_AND ADDRESS
1 |
_ l
| | IRl ' | | { MONO COUNTY DISTRICT ATTORNEY
- = = = _- e = e — — = — - —— = _- TENANT IMPROVEMENT
| - T T 7 _ 4'_|L| T e l_'!‘ _ //_|—|_\ T T T ]_|-J\\ ~ ;'_ Lli_' T E‘\zrl | | ] | ‘
17 .z x W, = - — — - SIERRA CENTER MALL, SPACE 208
| L= — 452 OLD MAMMOTH ROAD
Lo Ao M o g o | = — MAMMOTH LAKES, CALIFORNIA
| | | | | | y J __
| L .
| | | | r—pe | ) K b A
| : AN et T DAVE WALBRECHT, CAO
R COUNTY OF MONO
S P.0. BOX 2415
RARY 452 OLD MAMMOTH ROAD
EEEEEEEEE W MAMMOTH LAKES, CALIFORNIA 93546
A PHONE:  924—1700
I .
e i I e e o B o
NI Y
<’A{(’/
L) L LT
- = L
_
J A  2/26/08 PER PLAN CHECK COMMENTS
MARK | DATE DESCRIPTION
........... PROJECT NO:  07-1303-M
e S DATE: 06-27-07
—~ DRAWN BY:  ndr
Zo2. FLOOR PLAN HVAC =
= o~ COPYRIGHT:
‘:“’:uH-ﬁ"'y o= 10 SHEET TITLE
frppn SCALE 1747 = 1'-0
MECHANICAL
FLOOR HVAC PLAN
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82" X 82" EXISTING
/ PLATFORM

NOTES:

1) UTILIZE EXISTING OPENING /MECHANICAL
SHAFT & PROVIDE NECESSARY DUCT
TRANSITION. MOUNT THE UNIT ON THE ROOF
CURB, FIELD VERIFY IF EXISTING CURB WILL
SUFFICE, MODIFY AS REQUIRED.

2) CONTRACTOR SHALL BE RESPONSIBLE FOR
PROVIDING A PROPANE METER FOR THE RTU &
CONNECTION TO LPG LINE.

PETER J. MOKLER
& ASSOCIATES, INC.

PLANNING  ARCHITECTURE  INTERIOR

P.0. Box 8529 132 Sierra Blvd.
Mammoth Lakes, CA 93546
Phone: 760—924-0800

Fax:  760-924-0805
e—mail:pete@moklerdesign.com

MECHANICAL CONSULTANT

MECHANICAL

é\}
OF ¢ ALIY‘OQ'

ENCON—NEVADA
CONSULTING ENGINEERS

290 BRINKBY AVENUE, SUITE 201
RENO, NEVADA 89509

PH. (775) 826-4520  FAX: (775) 826—4581

. EMAIL: ENCONRENOGAOL.COM

£ 00 LA CONSULT, GRS, 15D
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